CENTRALIZED LUBRICATION

Double Line Lubricating Pump
SONED® Model LDS 01

Description Lubricating pump SONED®model LDS 01 is indicated for applications in double line
lubricating systems of large size machines or a series of grouped machines requiring
safe and efficient lubrication.

Mounted on a set of dividers model DA, DB, DBM or DBU, this pump meets the
most diversified project requirements including a large number of points to be
lubricated and posted at large mutual distance, yet offering flexible application and
installation.

Specifications

Work pressure 400 kg/cm?2 maximum

Discharge 1,5cme/ cycle

Lubricant Soft grease until NLGI 3

Motor Three-phase 220/ 380 V or 440 V

Reservoir 30/60/100 liters

Accessories Pressure gauge, safety valve, level switch, fittings, pressure switch
Reduction ratio 60:1/50:1/20:1/10:1/5:1

Temperature From -10 °C to +80 °C

N° of outlets 1

Optional: Minimum or maximum or minimum and maximum level switch. Please, inform your choice.
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CENTRALIZED LUBRICATION

Double Line Lubricating Pump
SONED® Model LDS 01
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OiL Pump LDS Grease Pump LDS
Code Reference Model Reduction Level Switch Reservoir Code Reference Model Reduction Level Switch Reservoir
NO/NC Liters NO/NC Kilos
5008 LDS-1001 LDS-01 1:60 5015 LDS-1001 LDS-01 1:60 30
11038 LDS-1033 LDS-01 1:60 ok 30 11041 LDS-1036 LDS-01 1:60 ook 30
5009 LDS-1002 LDS-01 1:60 60 10865 LDS-1005 LDS-01 1:60 60
11039 LDS-1034 LDS-01 1:60 i 60 11042 LDS-1037 LDS-01 1:60 rxx 60
5010 LDS-1003 LDS-01 1:60 100 10866 LDS-1006 LDS-01 1:60 100
11040 LDS-1035 LDS-01 1:60 rokk 100 11043 LDS-1038 LDS-01 1:60 Fkk 100
10867 LDS-1007 LDS-01 1:50 30 10870 LDS-1010 LDS-01 1:50 30
11044 LDS-1039 LDS-01 1:50 ok 30 11047 LDS-1042 LDS-01 1:50 ok 30
10868 LDS-1008 LDS-01 1:50 60 10871 LDS-1011 LDS-01 1:50 60
11045 LDS-1040 LDS-01 1:50 il 60 11048 LDS-1043 LDS-01 1:50 il 60
10869 LDS-1009 LDS-01 1:50 100 10872 LDS-1012 LDS-01 1:50 100
11046 LDS-1041 LDS-01 1:50 il 100 11049 LDS-1044 LDS-01 1:50 rxx 100
10873 LDS-1013 LDS-01 1:30 30 10876 LDS-1016 LDS-01 1:30 30
11050 LDS-1045 LDS-01 1:30 ok 30 11053 LDS-1048 LDS-01 1:30 ok 30
10874 LDS-1014 LDS-01 1:30 60 10877 LDS-1017 LDS-01 1:30 60
11051 LDS-1046 LDS-01 1:30 il 60 11054 LDS-1049 LDS-01 1:30 il 60
10875 LDS-1015 LDS-01 1:30 100 10878 LDS-1018 LDS-01 1:30 100
11052 LDS-1047 LDS-01 1:30 rokk 100 11055 LDS-1050 LDS-01 1:30 Fkk 100
10879 LDS-1019 LDS-01 1:20 30 10882 LDS-1022 LDS-01 1:20 30
11056 LDS-1051 LDS-01 1:20 ok 30 11059 LDS-1054 LDS-01 1:20 ok 30
10880 LDS-1020 LDS-01 1:20 60 10883 LDS-1023 LDS-01 1:20 60
11057 LDS-1052 LDS-01 1:20 il 60 11060 LDS-1055 LDS-01 1:20 il 60
10881 LDS-1021 LDS-01 1:20 100 10884 LDS-1024 LDS-01 1:20 100
11058 LDS-1053 LDS-01 1:20 il 100 11061 LDS-1056 LDS-01 1:20 rxx 100
10885 LDS-1025 LDS-01 1:15 30 10888 LDS-1030 LDS-01 1:15 30
11062 LDS-1057 LDS-01 1:15 ok 30 11065 LDS-1060 LDS-01 1:15 ok 30
10886 LDS-1026 LDS-01 1:15 60 10889 LDS-1031 LDS-01 1:15 60
11063 LDS-1058 LDS-01 1:15 il 60 11066 LDS-1061 LDS-01 1:15 il 60
11887 LDS-1027 LDS-01 1:15 100 11890 LDS-1032 LDS-01 1:15 100
11064 LDS-1059 LDS-01 1:15 il 100 11067 LDS-1062 LDS-01 1:15 *xx 100
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